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PRODUCT DESCRIPION

Standard atmospheric conditions

Unless otherwise specified. The standard range of atmospheric conditions for making measurement 

and tests are as follow:

   Ambient temperature : 

   Relative humidity : 

If there is no doubt the results, measurement shall be made within the following limits:

   Ambient temperature : 

   Relative humidity : 

Measure equipment 

Electrical characteristics measured by S&A250B or equivalent.

Crystal cutting type

The crystal is using AT CUT (thickness shear mode)

ELECTRICAL SPECIFICATIONS 

1

2

3

4

5

6

7

8

9

10

Load Capacitance

±20 at 25±3℃

-

at 25±3℃

-Insulation Resistance

Drive Level

Effective Resistance

Frequency Tolerance

-

3/4S0

D2SQ327002

25±2℃

40%~70%

40%~70%

25±2℃

Nominal Frequency -

Remarks

KHz

Items

FL P/N: TEL : +86(0)769-38879888
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Operating Temperature -
Storage Temperature

Range
-

at 25±3℃Aging

FL 32.768000

-

ESR - - 35

DL

CL 12.5 pF

No.
Electrical Spec.

Symbol Min Typ Max Units

IR - - - M-ohm

- ppm

℃ -

- 70

ppm/year±5

KΩ

uW

-10 - 60

-30

- - 1.0

℃ -

Shunt Capaitance C0 - 1.3 - pF -
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DIMENSIONS UNITS: MM

MARKING

XXXX：Frequency

D：Company codeAdministrative Symbol

G：Year month code

KK：Lot No.

SUGGESTED REFLOW PROFILE

Total time : 360 sec. Max.

Solder melting point :225 
o
C
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YL
XXXX D G KK

Time (sec.)

220

260  5

150

180



Temp. 

60-120 sec. 

10 sec. 

60 -150 sec. 






